SUNWARD

ExcavatoW E 2)%

Operatingight 2.6%tubber track)842 Ib
EngineoWer 14.6kW/2400rmL9.6hp/2400rpm
Engine Brand YANMAR

Standard Bucket Capacity08m?3 0.1lyd3

Max. Digging Depth 2.84m 9ftdin

Excavator SWIE25

Parameter

ENGINE DIMENSIONS

Brand YANMAR Counterweight Clearance525mm 1ft9in
Model 3TNV8&GBP SU Tail Swing Radius 765mm 2ft6in
Type 3-cylinder 4-strodaeo heaiter Shipping Length 4140mm  13ft7in
Displacement 1.267L 76.86in Shippinigl W 1500mm 4ftllin
Power 14.6kW/2400r yml9.6hp/2400rpmShipping Height 2455mm  8ft

ELECTRIC SYSTEM WORKING RANGES

Nominalltage 12V Max. Cutting Height 4355mm  14ft3in
Batteries 63Ah Max. Loading Height 3010mm 9ftl0in
Alternator 12VA0A Max. Digging Depth 2840mm 9ft4in
Starter 12V1.7kW 12M2.3hp Max.emMicad|lWDigging Dep2680mn 8ft4in

Max. Digging Reach 4775mm  15ft8in

Max. Reach at Ground LeiedOmnm 15ft4in

DRIVE Bucket Diggircg F 24kN 5395Lbf

Maxrdvel Speed (2nd/1s4)1/2.3km/h 2.5/1.4 mph Stick Diggpinoe F 12kN 2697Lbf
Gradeability 30° Ground Pressure 25.1&P 3.6psi
Maxralction 30.7kN 6901Lbf Swing Speed 8.8rpm

UNDERCARRIAGE CARCITY

Undercarriadth W 1500mm 4ft11in Fuelafk 261L 6.9gal
ShoeiWh 300mm 1ft Hydraulica®kl T 24L 6.3gal
Length to Center of Rol16B60mm 5ftlin
Track Length 1990mm 6ft6in
Track Height 475mm 1ft7in

HYDRWLIC SYSTEM
BULLDOZING BOARD Mainuhps

independent moving, controlled by the gear shift leve Type 2 variable displpecmment
Length ddtw 1500x340mm 4ftllinX2ft4in 1 gear pump
Max. Lifting Height 280mm 11in Displacement2x29+19625 L/nik%.#5+1.Qalmin

Max. Cutting Depth 320mm 1ft Working Pres<wral.5+WU&R 3112611 psi
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Load Capacity
A MAX. 3.5m(11ft6in) 3m(9ft10in) 2.5m(8ft4in) 2m(6ft7in)
B Front (kg)/(Ib) Side (kg)/(Ib) Front (kg)/(Ib) Side (kg)/(lb) Front (kg)/(Ib) Side (kg)/(Ib) Front (kg)/(Ib) Side (kg)/(Ib) Front (kg)/(Ib) Side (kg)/(Ib)
3m(9'10")  469.00*/(1034)  404.30/(891) — — 469.00*/(1034)  404.30/(891) — — — —
2.5m(84")  497.70%/(1097)  350.70/(773) — — 512.10%/(1129)  424.90/(937) — — — —
2m(6'7")  536.00%/(1182) 313.50/(691) 550.40%/(1213) 445.60/(982) 536.00%/(1182) 424.90/(937) 670.00%/(1477) 515.70/(1137) — —
1.5m(4'11) 540.80%/(1092) 288.80/(637) 564.70%/(1245) 440.10/(970) 616.60*/(1359) 420.80/(928) 813.60%/(1794) 528.10/(1164) — —
1m(3'3")  555.10%/(1224) 280.50/(618) 583.90%/(1287) 429.10/(946) 703.50*/(1551) 396.10/(873) 875.80*/(1931) 503.30/(1110) — —
0.5m(20") 574.30%/(1266) 276.40/(609) 617.40*/(1361) 407.10/(898) 703.50%/(1551) 371.30/(819) 961.90*/(2121) 470.30/(1037) — —
0 612.60%/(1351)  276.40/(609) 650.90*/(1435) 396.10/(873) 813.60%/(1794) 358.90/(791) 947.60*/(2089)  449.70/(991) 1292.20%/(2849) 598.20/(1319)
-0.5m(-20") 650.90*/(1435)  309.40/(682) — — 756.10%/(1067)  367.20/(810)  861.40%/(1899) 474.40/(1046) 1196.40%/(2638) 577.60/(1273)
-1m(-3'3") 679.60*/(1498)  363.10/(800) — — 679.60%/(1498) 375.40/(828) 823.00*/(1815) 466.20/(1028) 1005.00*/(2216) 573.50/(1264)

1) Load with * is limited by hydraulic capacity and based on ISO 10567. Rated loads do not exceed 87% of hydraulic capacity.
2) Load without * is limited by tipping load and based on ISO 10567. Rated loads do not exceed 75% of tipping load.
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